AGREED  COMMENTS / DEVIATION
 TO  API 618  FOR 
RECIPROCATING COMPRESSOR FOR ZERO FLARE AT HAZIRA PLANT
	Sl. No.
	Clause No.
	                         Deviations/clarifications

	1
	6.8.1.9
	May also be accepted if the studs are chamfered & do not bottom in tapered hole,

	2
	6.8.2.2
	May also be accepted if the liners are held in place,  by interference fit. 

	3
	6.14.2.4
	May also be accepted, with maximum up to 25 microns degree of filtration, which is equipped with stainless steel knitted wire mesh cartridges. 

	4
	6.14.2.6
	May also be accepted if the auxiliary oil pump has an integral relief valve, which bypasses the oil internally from the discharge to the suction side of the pump.

	5
	6.14.2.7
	May also be accepted if the oil temperature control valve has NPT connections and no override.

	6
	6.15.1.2
	May also be accepted if identified with BIS standard.

	7
	6.15.3.1.4
	May also be accepted if identified with BIS standard.

	8
	6.15.3.2.4
	May also be accepted if samples are taken from the same heat for castings smaller than 2000lbs.

	9
	7.6.4.3.2
	May also be accepted, if a heat transfer compound has not been used between thermowells and sensing elements”, 

	10
	8.3.3.2
	May also be accepted by utilizing a shop driver and shop lube system.

	11
	8.3.3.3
	May also be accepted for mechanical running test in vendor's shop without mounting the auxiliaries with the help of shop driver and v-belts, using job lubrication system, without placing the Cylinder valves.

	12
	8.3.3.7
	May also be accepted for checking the parts in vendor's shop without dismantling the assemblies, It shall be done from cylinder head side, after removing the head, and through valve ports and distance piece opening. (only in case of no malfunction)

	13
	8.3.4.1
	May also be accepted for bar over test without cylinder valves, if the design of cylinder / liner is such that valve cannot protrude and interface with piston.   
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