	DATA SHEET FOR HOT CRANE

	PROJECT   :    Flare Gas Recovery Compressor System, Hazira
	TAG NO.       :  HOT –  101

	OWNER      :    ONGC
	LOCATION    : Flare Gas Recovery Compressor Shed

	1.0 PURCHASER’S DATA

	1.1
	QUANTITY (NOS.)
	01 (ONE) 

	1.2
	HOIST CAPACITY ( TONS ) - Minimum
	SWL to be 1.5 times of single heaviest component 

	1.3
	TEST LOAD
	125 % OF HOIST CAPACITY

	1.4
	SPAN (M)
	**

	1.5
	MAX. LIFT OF HOIST ( m )
	**

	1.6
	BAY LENGTH  ( m ) 
	**

	1.7
	BRIDGE DEFLECTION
	SPAN / 1000

	1.8
	CLEARANCE DIAGRAM
	VENDOR TO FURNISH

	1.9
	TYPE OF GIRDER
	SINGLE / DOUBLE / UNDERSLUNG

	1.10
	DUTY
	AS PER IS 807 & 8177

	1.11
	TYPE OF POWER SUPPLY
	415, THREE PHASE

	1.12
	LOCATION 
	INDOOR

	1.13
	AREA CLASSIFICATION
	SEE NOTE 4.3

	1.14
	APPLICABLE CODE
	IS 875, IS 3177 and other referenced codes / standards

	1.15
	SPECIAL REQUIREMENTS, IF ANY
	**

	2.0 VENDOR’S DATA

	2.1
	MAKE
	*

	2.2
	MODEL
	*

	2.3
	BRIDGE CONSTRUCTION
	*

	2.4
	CLEARANCE DIAGRAM
	*

	2.5
	LIFTING PULL AT FULL LOAD (Kg)
	*

	2.6
	TRAVERSE PULL AT FULL LOAD (Kg)
	*

	2.7
	MAX. VERTICAL DEFLECTION
	*

	2.8
	CLASS OF DUTY
	*

	2.9
	NO. OF GIRDERS
	*

	2.10
	TEST LOAD
	*

	2.11
	UNDERSLUNG TYPE
	YES / NO

	2.12
	UNLADEN WEIGHT (Kg)
	Complete Crane
	Trolley
	End Carriage (each)
	Girder (each)

	
	
	
	
	
	

	2.13
	ROPE
	Rope Dia.
	Rope Strength
	Number of falls
	Factor of Safety

	
	
	
	
	
	

	2.14
	END CARRIAGE
	Type of const.
	Size / Number
	Length
	Material

	
	
	
	
	
	

	2.15
	ROPE DRUM
	Drum size (LxW)
	Drum material
	Sheave dia/material
	Type of Brake

	
	
	
	
	
	

	2.16
	HOOK
	Type / Material
	Design Load
	Safety Latch
	Factor of Safety

	
	
	
	
	Yes
	

	2.17
	GIRDER
	Type of const.
	Size 
	Material 
	Number 

	
	
	
	
	
	

	2.18
	PLATFORM
	Type of const.
	Width / Length
	Material 
	Hand rail

	
	
	
	
	
	Yes 

	2.19
	TROLLEY
	Type of const.
	Material
	Trolley rail size
	Trolley rail mat.

	
	
	
	
	
	

	
	
	HOIST
	CROSS TRAVEL
	LONG TRAVEL

	2.20
	EFFORT (Kg)
	
	
	

	2.21
	WHEELS 
	
	
	

	
	WHEEL BASE
	
	
	

	
	NO. OF TOTAL WHEELS
	
	
	

	
	NO. OF DRIVEN WHEELS
	
	
	

	
	DIA ( mm )
	
	
	


	
	
	HOIST
	CROSS TRAVEL
	LONG TRAVEL

	
	WIDTH ( mm )
	
	
	

	
	RAIL TYPE 
	
	
	

	
	LOAD (KG)
	
	
	

	
	MATERIAL
	
	
	

	
	HARDNESS (BHN)
	
	250 ( Min )
	250 ( Min )

	2.22
	GEAR BOX
	
	
	

	
	MAKE
	
	
	

	
	TYPE
	
	
	

	
	RATING
	
	
	

	3.0 MISCELLANEOUS REQUIREMENTS

	3.1
	Ratio between wheelbase and span shall not be less than 1/5.

	3.2
	Grouped lubrication shall be provided for each mechanism.

	3.3
	Safe means of access to HOT shall be provided for all the area requiring maintenance. On all walkways, railings and checkered plates of minimum 6 mm thickness shall be provided.

	3.4
	All gears shall be helical or straight and shall be enclosed in gearbox.

	4.0 REMARKS

	4.1 Items marked ** shall be finalized by Contractor during detailed engineering.

	4.2 * Vendor to furnish.

	4.3 The HOT crane for gas compressor shed shall be suitable for use in HAZARD Area.
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