
	GATE VALVE
STANDARD   : API 600                                                                            PIPING CLASS  :  A1A, A3A ,A1A1,A3A1                                    ENDS : FLANGED TO B 16.5 RF  SERR FINISH             

SIZE RANGE : 2” TO  24”                                                                      RATING            : 150 #                                                             

	VALVE DESCRIPTION
	CONSTRUCTION
	MATERIAL

	BODY 
	CAST 
	ASTM A 216  GR.WCB

	BONNET
	BOLTED 
	ASTM A 216  GR.WCB

	STEM
	RISING
	13% CR. STEEL  ( NO CASTING)

	WEDGE DISC
	SOLID 
	13% CR FACING

	BODY SEAT RING
	RENEWABLE
	13% CR STEEL

	STEM PACKING
	RENEWABLE WITH VALVE OPEN ON STREAM
	GRAPHITED ASBESTOS WITH SACRIFICIAL INHIB. & INCONEL WIRE REINFORCEMENT. ( NOTE 3)

	HAND WHEEL
	NON RISING
	MALLEABLE IRON/ CAST ST / FAB. ST/ DUCT IRON

	BONNET BOLTS
	
	ASTM A 193 GD B 7  + GALVANISING

	BONNET NUTS
	
	ASTM A 194 GD 2 H  + GALVANISING

	BONNET GASKET
	
	SPIRAL WOUND  SS304 WITH CA FILLER

	REQUIREMENT OF GEAR OPERATOR

& RADIOGRAPHY
	REFER GEN TECH NOTES FOR VALVES

	SPECIAL SERVICE CONDITION
	
	 MAXIMUM TEMP. 425 0 C.

	BACK SEAT & SHOULDER
	
	13% CR STEEL

	BY – PASSES
	FOR SIZES 16” & ABOVE 
	PIPE – A 106 GR B,API 5L GR B  SCH – 80, SMLS.  FITTINGS- A 105, 3000# SW

	HYDROSTATIC TEST PRESSURE
	
	BODY : 450 PSI       SEAT : 315  PSI

	TEST PRESSURE WITH AIR
	
	80 PSI

	NOTES:

1.   THIS VALVE SPECS SHEET SHALL BE READ IN CONJUCTION WITH GEN TECH NOTES FOR VALVES.

2. TESTING SHALL BE AS PER API 598.
3. TUMBO 2920 OR EQUIVALENT IS ACCEPTABLE.
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	SPECIFICATION FOR GATE VALVE


	DATE
	PREPARED BY
	CHECKED BY
	APPROVED BY
	REV 1

DATE: 

	
	ENGG & PLANNING GROUP
	NO. ES – GSN – M1 – 04 ( SUPPLEMENT )


	
	
	
	
	Page 1 of 1



[image: image1.png]